
COMPOSITE CEMENT RETAINER

The Composite Cement Retainer provides a cost-effective alter-
native as a dependable tubing or wireline set drillable retainer. 
The composite material allows for quicker drill times, less drill bit 
wear, and less formation damage. One-piece heat-treated slips 
provide secure setting.

Features:

• Composite cones, guide, and unique non-metal back-up rings
• Simple surface control valve
• Allows pressure testing before squeeze
• Reliable sliding valve automatically closes when the stinger is 
  removed, locking in the squeeze pressure
• Valve protects sensitive zones in low fluid wells
• Simple conversion to bridge plug
• Mechanical or wireline set
• Easily drilled

Casing
Tool OD

IN
OD
IN

Weight
IN

Max ID
IN

Min ID
IN

4-1/2 9.5 - 15.1 4.09 3.82 3.61

5 11.5 - 18 4.56 4.27 3.93

5-1/2 13 - 23 5.04 4.67 4.31

5-3/4 17 - 22.5 5.19 4.86 4.5

6-5/8 17 - 34.5 6.13 5.58 5.38

7 17 - 35 6.53 6.00 5.69

7-3/4 46.1 - 52.5 6.56 6.25 6.00

7-5/8 20 - 39 7.25 6.62 6.31

8-5/8 24 - 52 8.09 7.43 7.12

9-5/8 29.3 - 61.1 9.06 8.37 8.12

10-3/4 32.7 - 60.7 10.192 9.66 9.44

11-3/4 38 - 60 11.15 10.772 10.432

13-3/8 48 - 72 12.715 12.559 11.995
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